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INFORMATIONAL OPEN HOUSE - GLENWOOD PARK SUBDIVISION RECONSTRUCTION 
TOWN OF GRAND CHUTE - 1900 GRAND CHUTE BLVD., GRAND CHUTE, WI 
NOVEMBER 11, 2021 
PRESENT:  Nick Vande Hey (McMahon Associates), Mark Van Der Wegen 
ATTENDANCE:   See Attached List 
Information Included: 

· Project Overview Handout 
· 30% Design Plans 
· Exhibits of Project 

Public was welcome to view the project design drawings/maps, ask questions, and complete the 
comment sheet included in the informational handout.  Staff will address and post on our website any 
comments/questions received by December 3, 2021. 
PROPERTY OWNER QUESTIONS DURING OPEN HOUSE (Responses in italics): 

Tim Vanderlois – 2/4 Century Court & 2231/2233 Cloudview Court 
Phone: 920-740-6022 

1) What is the cost of the special assessments going to be with this project?   
The Town hopes to create a new fee structure to eliminate the need for special assessments 
for street resurfacing and street reconstruction projects.  This new fee will be placed on the 
quarterly utility bills and is anticipated to be implemented by the third quarter of next year.  
This fee would be dispersed to all residents and business owners in the Town, not just for 
parcels affected during the construction project.   

2) What is the plan for the roadway design?  A few years back a letter was sent indicating that it 
would be an urban section with curb and gutter.   
The roadway is planned to be reconstructed as rural streets, similar to how they are today.  
Grass swales, culvert pipes with flared end sections, mini storm sewer and minor utility work 
is proposed.  The proposed pavement section is thicker than the current pavement section to 
provide durability and longevity of the street.  Ditches will be reconstructed and deepened to 
minimize potential driveway culvert heaving due to frost.  As a result of the deeper ditches 
grading impacts along private property are anticipated to provide proper recoverable slopes.  
For lawn mowing, a maximum 4H:1V ditch fore slope and back slope are preferred (this 
means that for every one foot of vertical rise, there is 4 feet of horizontal run).  Mini storm 
sewer and storm laterals are proposed for sump pump discharges, but not for roof drain 
connections.  By removing sump pump discharges from the ditch it is anticipated that 
prolonged ditch wetness between rainfall events will be reduced.  At this time, installation of 
mini sewer would be an assessable cost, however, the Town will be reviewing this as well, 
after the fee replacement for streets, to potentially eliminate assessable costs for utilities.  
This project also includes a demonstration along one street in Glenwood Park, likely Century 
Court, for a soil amendment.  This consists of amending soils in the ditch bottom with sand to 
improve water quality and storm water infiltration into the subsurface clay soils after a rain 
event. 

  




